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H.265+

Smart 265+
Delivering high quality video with up to 70% lower 
bandwidth. Smart H.265+ is the optimized 
evolution of H.265 and traditional H.264.

IP67
With precise mechanical and rugged casing 
desgin, ZKTeco camera stands against 
water and dust with industrial IP67 rank.

4K
Crystal clear image up to 4K resolution 
to see more details.

Surge Protection
6KV lightning proof design promises ZKTeco 
cameras could work safely in all-weather.

Fisheye
Support Dewarp and up to 4K resolution.

WDR
Powered by ZKTeco strong ISP algorithm, ZKTeco 
cameras promise to present excellent picture 
images at extreme contrast lighting environment.

Super Starlight
ZKTeco Super Starlight cameras provide crystal 
clear and color image under up to 0.0001 Lux(F1.2)

IVA (Intelligent Video Analysis)
I t  al lows detecting multiple object 
behaviors, like Tripwire, intrusion, objects 
missing or abandoned etc.

Wide Temperature Range
With working temperature range -30°C to 60 °C,  
ZKTeco camera works well in a varity of harsh 
outdoor environments.

Wide Voltage Range
Support ±30% input voltage tolerance, it could 
work safely in extreme unstable power condition.

Defog
Powered by defog function, it enhances 
the image transparency and sharpness. 

ONVIF
Full range of IPC/NVR are complied with 
Onvif Profile S.
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Plug and Play
IP cameras settings as easy as normal HD 
analog system.

Super PoE
Up to 250 meters PoE transmisson distance, 
much powerful than regular 100 meters.

P2P Cloud service (AntarView Pro)
AntarView Pro Cloud supports iOS/Android, 
access the devices streaming at anytime 
& anywhere.

Smart search
Search the footage by smart functions such 
as face detection, tripwire etc.

RAID
RAID 0, 1, 5, 6, 10 are available for 4HDD above 
storage server.

ANR
While the connection lost between IPC and 
NVR, the video will be saved in SD card. The 
saved video will be sent back to NVR when 
network recovers.

Network HD Camera

EZ series IP Camera

E series IP Camera

W series IP Camera
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EZ series IP Camera (1080p 20fps)
Model BS-852K12K BS-852K13K ES-852K12H ES-852K11H ES-852K13H 

Picture

Image Sensor 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS

Max. Resolution 1920*1080 1920*1080 1920*1080 1920*1080 1920*1080

Focal Lens 3.6mm 6mm 3.6mm 2.8mm 6mm

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m

FOV 90.5° 60° 90.5° 99.6° 60°

Min.Illumination
0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR DWDR DWDR DWDR DWDR DWDR

Defog Y Y Y Y Y

BLC Y Y Y Y Y

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI Y Y Y Y Y

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-20fps) 1920x1080(1-20fps) 1920x1080(1-20fps) 1920x1080(1-20fps) 1920x1080(1-20fps)

IVA(Smart) Video Shelter/Video Loss Video Shelter/Video Loss Video Shelter/Video Loss Video Shelter/Video Loss Video Shelter/Video Loss

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- -- -- -- --

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Network HD Camera
EZ series

EZ series IP Camera (5MP 15f/s)
Model BS-855L12K BS-855L13K ES-855L12H ES-855L11H ES-855L13H

Picture

Image Sensor 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS 1/2.7" CMOS

Max. Resolution 5MP (2560*1920) 5MP (2560*1920) 5MP (2560*1920) 5MP (2560*1920) 5MP (2560*1920)

Focal Lens 3.6mm 6mm 3.6mm 2.8mm 6mm

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m

FOV 90.5° 60° 90.5° 99.6° 60°

Min.Illumination
0.03Lux/F2.0 (color) 
0 Lux with IR on

0.03Lux/F2.0 (color) 
0 Lux with IR on

0.03Lux/F2.0 (color) 
0 Lux with IR on

0.03Lux/F2.0 (color) 
0 Lux with IR on

0.03Lux/F2.0 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR DWDR DWDR DWDR DWDR DWDR

Defog Y Y Y Y Y

BLC -- -- -- -- --

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI -- -- -- -- --

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 5MP@15fps 5MP@15fps 5MP@15fps 5MP@15fps 5MP@15fps

IVA(Smart)
Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- -- -- -- --

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Good Image

2MP/5MP High Definition

IVA

Budget Saving
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E series IP Camera
Model BS-852O12K BS-852O13K ES-852O12H ES-852O11H ES-852O13H 

Picture

Image Sensor 1/2.9" Sony CMOS 1/2.9" Sony CMOS 1/2.9" Sony CMOS 1/2.9" Sony CMOS 1/2.9" Sony CMOS

Max. Resolution 1920*1080 1920*1080 1920*1080 1920*1080 1920*1080

Focal Lens 3.6mm 6mm 3.6mm 2.8mm 6mm

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m

FOV 93° 57° 93° 95° 57°

Min.Illumination
0.05Lux/F2.0 (color) 
0 Lux with IR on

0.05Lux/F2.0 (color) 
0 Lux with IR on

0.05Lux/F2.0 (color) 
0 Lux with IR on

0.05Lux/F2.0 (color) 
0 Lux with IR on

0.05Lux/F2.0 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR DWDR DWDR DWDR DWDR DWDR

Defog Y Y Y Y Y

BLC Y Y Y Y Y

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI Y Y Y Y Y

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps)

IVA(Smart)
Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Tripwire/Intrusion/ 
Abandoned/Missing/ 
Counting/Video Shelter

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- -- -- -- --

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Network HD Camera
E series

Excellent Image&True Color

2MP/4MP High Defination

IVA

Best Cost/Performance Ratio

E series IP Camera
Model BL-852O28L EL-852O28I DL-852O28B BS-854N12K BS-854N13K 

Picture

Image Sensor 1/2.9" Sony CMOS 1/2.9" Sony CMOS 1/2.9" Sony CMOS 1/3“ CMOS 1/3“ CMOS

Max. Resolution 1920*1080 1920*1080 1920*1080 4MP(2592*1520) 4MP(2592*1520)

Focal Lens motorized 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm 3.6mm 6mm

IR Distance 20-30m 20-30m 20-30m 10-20m 10-20m

FOV 40°-102° 40°-102° 40°-102° 89° 56°

Min.Illumination
0.05Lux/F1.4 (color) 
0 Lux with IR on

0.05Lux/F1.4 (color) 
0 Lux with IR on

0.05Lux/F1.4 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR DWDR DWDR DWDR 120DB 120DB

Defog Y Y Y Y Y

BLC Y Y Y Y Y

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI Y Y Y Y Y

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 2592*1520(1-25/30fps) 2592*1520(1-25/30fps)

IVA(Smart)
Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio 1CH Audio Input; Audio Output optional 1CH Audio Input; Audio Output optional 1CH Audio Input; Audio Output optional -- --

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C
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E series IP Camera
Model ES-854N12H ES-854N11H ES-854N13H BL-854N28L EL-854N28I DL-854N28B

Picture

Image Sensor 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS

Max. Resolution 4MP(2592*1520) 4MP(2592*1520) 4MP(2592*1520) 4MP(2592*1520) 4MP(2592*1520) 4MP(2592*1520)

Focal Lens 3.6mm 2.8mm 6mm motorized 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm

IR Distance 10-20m 10-20m 10-20m 20-30m 20-30m 20-30m

FOV 89° 100° 56° 37°~100° 37°~100° 37°~100°

Min.Illumination
0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F2.0 (color) 
0 Lux with IR on

0.08Lux/F1.4 (color) 
0 Lux with IR on

0.08Lux/F1.4 (color) 
0 Lux with IR on

0.08Lux/F1.4 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR 120DB 120DB 120DB 120DB 120DB 120DB

Defog Y Y Y Y Y Y

BLC Y Y Y Y Y Y

HLC Y Y Y Y Y Y

3DNR Y Y Y Y Y Y

ROI Y Y Y Y Y Y

Corridor Mode Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 2592*1520(1-25/30fps) 2592*1520(1-25/30fps) 2592*1520(1-25/30fps) 2592*1520(1-25/30fps) 2592*1520(1-25/30fps) 2592*1520(1-25/30fps)

IVA(Smart)
Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- -- --
1CH Audio Input; Audio Output 
optional

1CH Audio Input; Audio Output 
optional

1CH Audio Input; Audio Output 
optional

Alarm -- -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

W series IP Camera (WDR/Starlight)
Model BS-852T12K BS-852T13K

Picture

Image Sensor 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS

Max. Resolution 1920*1080 1920*1080

Focal Lens 3.6mm 6mm

IR Distance 10-20m 10-20m

FOV 96° 60°

Min.Illumination
0.006Lux/F1.6 (color) 
0 Lux with IR on

0.006Lux/F1.6 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR

WDR 120DB 120DB

Defog Y Y

BLC Y Y

HLC Y Y

3DNR Y Y

ROI Y Y

Corridor Mode Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-25/30fps) 1920x1080(1-25/30fps)

IVA(Smart)
Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Compatibility Onvif Profile S, API Onvif Profile S, API

Audio -- --

Alarm -- --

Ingress Protection IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C

Network HD Camera
W series

Perfect Image

WDR/Starlight

IVA

Project
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W series IP Camera (WDR/Starlight)
Model ES-852T12H ES-852T11H ES-852T13H BL-852T28L EL-852T28I

Picture

Image Sensor 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS

Max. Resolution 1920*1080 1920*1080 1920*1080 1920*1080 1920*1080

Focal Lens 3.6mm 2.8mm 6mm motorized 2.8-12mm motorized 2.8-12mm

IR Distance 10-20m 10-20m 10-20m 20-30m 20-30m

FOV 96° 106° 60° 41°-106° 41°-106°

Min.Illumination
0.006Lux/F1.6 (color) 
0 Lux with IR on

0.006Lux/F1.6 (color) 
0 Lux with IR on

0.006Lux/F1.6 (color) 
0 Lux with IR on

0.006Lux/F1.4 (color) 
0 Lux with IR on

0.006Lux/F1.4 (color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR 120DB 120DB 120DB 120DB 120DB

Defog Y Y Y Y Y

BLC Y Y Y Y Y

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI Y Y Y Y Y

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps) 1920x1080(1-25/30fps)

IVA(Smart)
Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- -- -- 1CH Audio Input; Audio Output optional 1CH Audio Input; Audio Output optional

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

W series IP Camera (WDR/Starlight)
Model DL-852T28B BS-855P12K BS-855P13K ES-855P12H ES-855P11H

Picture

Image Sensor 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS

Max. Resolution 1920*1080 5MP(2592*1944) 5MP(2592*1944) 5MP(2592*1944) 5MP(2592*1944)

Focal Lens motorized 2.8-12mm 3.6mm 6mm 3.6mm 2.8mm

IR Distance 20-30m 10-20m 10-20m 10-20m 10-20m

FOV 41°-106° 87.6° 54.3° 87.6° 107°

Min.Illumination
0.006Lux/F1.4 (color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR 120DB 120DB 120DB 120DB 120DB

Defog Y Y Y Y Y

BLC Y Y Y Y Y

HLC Y Y Y Y Y

3DNR Y Y Y Y Y

ROI Y Y Y Y Y

Corridor Mode Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 1920x1080(1-25/30fps) 5MP(1-25/30fps) 5MP(1-25/30fps) 5MP(1-25/30fps) 5MP(1-25/30fps)

IVA(Smart)
Tripwire/Intrusion/Abandoned/
Missing/Counting/Video Shelter

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting/
Sound Detection/Fire Detection/Scene 
Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting/
Sound Detection/Fire Detection/Scene 
Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting/
Sound Detection/Fire Detection/Scene 
Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/Counting/
Sound Detection/Fire Detection/Scene 
Change/VQD

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio 1CH Audio Input; Audio Output optional -- -- -- --

Alarm -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C
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W series IP Camera (WDR/Starlight)
Model ES-855P13H BL-855P28L EL-855P28I DL-855P28B BS-858M12K BS-858M13K ES-858M12H

Picture

Image Sensor 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/2.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS

Max. Resolution 5MP(2592*1944) 5MP(2592*1944) 5MP(2592*1944) 5MP(2592*1944) 8MP(3840*2160) 8MP(3840*2160) 8MP(3840*2160)

Focal Lens 6mm motorized 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm 3.6mm 6mm 3.6mm

IR Distance 10-20m 20-30m 20-30m 20-30m 10-20m 10-20m 10-20m

FOV 54.3° 29.7°-113.5° 29.7°-113.5° 29.7°-113.5° 87° 55° 87°

Min.Illumination
0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.3 (color) 
0 Lux with IR on

0.01Lux/F1.3 (color) 
0 Lux with IR on

0.01Lux/F1.3 (color) 
0 Lux with IR on

0.06Lux/F1.6(color) 
0 Lux with IR on

0.06Lux/F1.6(color) 
0 Lux with IR on

0.06Lux/F1.6(color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR 120DB 120DB 120DB 120DB 120DB 120DB 120DB

Defog Y Y Y Y Y Y Y

BLC Y Y Y Y Y Y Y

HLC Y Y Y Y Y Y Y

3DNR Y Y Y Y Y Y Y

ROI Y Y Y Y Y Y Y

Corridor Mode Y Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 5MP(1-25/30fps) 5MP(1-25/30fps) 5MP(1-25/30fps) 5MP(1-25/30fps) 8MP@15fps 8MP@15fps 8MP@15fps

IVA(Smart)

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Face Detection/Tripwire/
Intrusion/Object Abandoned/
Missing/Counting/Sound 
Detection/Fire Detection/
Scene Change/VQD

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio --
1CH Audio Input; Audio 
Output optional

1CH Audio Input; Audio 
Output optional

1CH Audio Input; Audio 
Output optional

-- -- --

Alarm -- -- -- -- -- -- --

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

W series IP Camera (WDR/Starlight)
Model ES-858M11H ES-858M13H BL-858M28L EL-858M28I DL-858M28B DL-858V17C-FS

Picture

Image Sensor 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.8" STARVIS CMOS 1/1.7" STARVIS CMOS

Max. Resolution 8MP(3840*2160) 8MP(3840*2160) 8MP(3840*2160) 8MP(3840*2160) 8MP(3840*2160) 8MP(3840*2160)

Focal Lens 2.8mm 6mm motorized 3.6-11mm motorized 3.6-11mm motorized 3.6-11mm Fish-eye lens

IR Distance 10-20m 10-20m 20-30m 20-30m 20-30m 10-20m

FOV 111° 55° 46.6°-112.5° 46.6°-112.5° 46.6°-112.5° 360°

Min.Illumination
0.06Lux/F1.6(color) 
0 Lux with IR on

0.06Lux/F1.6(color) 
0 Lux with IR on

0.06Lux/F1.5(color) 
0 Lux with IR on

0.06Lux/F1.5(color) 
0 Lux with IR on

0.06Lux/F1.5(color) 
0 Lux with IR on

0.1Lux/F1.4(color) 
0 Lux with IR on

Day/Night Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR Auto ICR

WDR 120DB 120DB 120DB 120DB 120DB DWDR

Defog Y Y Y Y Y Y

BLC Y Y Y Y Y Y

HLC Y Y Y Y Y Y

3DNR Y Y Y Y Y Y

ROI Y Y Y Y Y Y

Corridor Mode Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264 H.265+/H.265/H.264

Main Stream 8MP@15fps 8MP@15fps 8MP@15fps 8MP@15fps 8MP@15fps 8MP(1-25/30fps)

IVA(Smart)

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/ 
Counting/Sound Detection/Fire 
Detection/Scene Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/ 
Counting/Sound Detection/Fire 
Detection/Scene Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/ 
Counting/Sound Detection/Fire 
Detection/Scene Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/ 
Counting/Sound Detection/Fire 
Detection/Scene Change/VQD

Face Detection/Tripwire/Intrusion/ 
Object Abandoned/Missing/ 
Counting/Sound Detection/Fire 
Detection/Scene Change/VQD

--

Compatibility Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API Onvif Profile S, API

Audio -- --
1CH Audio Input; Audio Output 
optional

1CH Audio Input; Audio Output 
optional

1CH Audio Input; Audio Output 
optional

1CH Audio Input/1ch Audio Output

Alarm -- -- -- -- -- 1ch IN/1ch OUT

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP66

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -10°C ~ 50°C
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Network Video Recorder Non-PoE NVR PoE NVR



17 18

Non-PoE NVR
Specifications Model Z8504NER Z8508NER Z8516NER

Video/Audio

Picture

IP Channel Input 4CH 8CH 16CH

PoE Ports -- -- --

Audio I/O -- -- --

HDMI 1ch 1920×1080, 1280×1024 optional 1ch 1920×1080, 1280×1024 optional 1ch 1920×1080, 1280×1024 optional

VGA
1ch 1920×1080, 1280×1024, 1366×768, 
1280×720, 1024×768 optional

1ch 1920×1080, 1280×1024, 1366×768, 
1280×720, 1024×768 optional

1ch 1920×1080, 1280×1024, 1366×768, 
1280×720, 1024×768 optional

Playback Channel 4CH 4CH 4CH

Recording

Video Compression H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG

Resolution 5MP/3MP/1080p/960p/720p 5MP/3MP/1080p/960p/720p 5MP/3MP/1080p/960p/720p

Bit Rate 16K-8Mbps 16K-8Mbps 16K-8Mbps

Incoming bandwidth 40Mbps 40Mbps 40Mbps

Record Mode
Manual, Schedule, Motion Detection. 
Alarm. IVA

Manual, Schedule, Motion Detection. 
Alarm. IVA

Manual, Schedule, Motion Detection. 
Alarm. IVA

Audio Compression G.711A G.711A G.711A

Advanced  Functions

IVA function
Tripwire/Intrusion/Object Abandoned/
Object Missing/Target Counting/
VQD Detection

Tripwire/Intrusion/Object Abandoned/
Object Missing/Target Counting/
VQD Detection

Tripwire/Intrusion/Object Abandoned/
Object Missing/Target Counting/
VQD Detection

Motion Detection MD Zones: 396 block(22x18) MD Zones: 396 block(22x18) MD Zones: 396 block(22x18)

Alarm I/O -- -- --

Network Interface 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps)

HDD 1 1 1

RAID -- -- --

USB 2xUSB2.0 2xUSB2.0 2xUSB2.0

Others

Power supply DC12V 2A DC12V 2A DC12V 2A

Comsumption ≤15W(Without HDD) ≤15W(Without HDD) ≤15W(Without HDD)

Working Temperature -10°C~+55°C -10°C~+55°C -10°C~+55°C

Working Humidity 10~90% 10~90% 10~90% 

Dimensions 255x210x43mm 255x210x43mm 255x210x43mm

Net Weight 2.5KG 2.5KG 2.5KG

Gross Weight 3KG 3KG 3KG

Network Video Recorder 
Non-PoE NVR

Up to 4K Resolution

H.265+

IVA

RAID

Non-PoE NVR
Specifications Model Z8516NFR Z8532NFR Z8536NMR

Video/Audio

Picture

IP Channel Input 16CH 32CH 36CH

PoE Ports -- -- --

Audio I/O -- -- 1/1,  two way talk

HDMI 1ch 3840 x 2160, 1920×1080, 1280×1024 optional 1ch 3840 x 2160, 1920×1080, 1280×1024 optional 1ch 3840 x 2160, 1920×1080, 1280×1024 optional

VGA
1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 1024×768 
optional

1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 1024×768 
optional

1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 1024×768 
optional

Playback Channel 16CH 16CH 16CH

Recording

Video Compression H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG

Resolution 4K/5MP/3MP/1080p/960p/720p 5MP/3MP/1080p/960p/720p
4K/5MP/3MP/1080p/960p/720p/D1/VGA/4CIF/DCIF/2CIF/CIF/
QCIF

Bit Rate 16K-8Mbps 16K-8Mbps 16K-32Mbps

Incoming bandwidth 80Mbps 80Mbps 216Mbps

Record Mode Manual, Schedule, Motion Detection. Alarm. IVA Manual, Schedule, Motion Detection. Alarm. IVA Manual, Schedule, Motion Detection. Alarm. IVA

Audio Compression G.711A G.711A G.711A

Advanced  Functions

IVA function
Tripwire/Intrusion/Object Abandoned/Object Missing/Target 
Counting/VQD Detection

Tripwire/Intrusion/Object Abandoned/Object Missing/Target 
Counting/VQD Detection

Tripwire/Intrusion/Object Abandoned/Object Missing/Target 
Counting/VQD Detection

Motion Detection MD Zones: 396 block(22x18) MD Zones: 396 block(22x18) MD Zones: 396 block(22x18)

Alarm I/O -- -- 4/1

Network Interface 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 2 RJ-45 port(100/1000Mbps)

HDD 2 2 4

RAID -- -- Raid0/1/5/6/10

USB 2*USB 2.0 2*USB 2.0 1xUSB 2.0, 1xUSB 3.0

Others

Power supply DC12V 3A DC12V 3A DC12V 5A

Comsumption ≤20W(without HDD) ≤20W (without HDD) 35W (without HDD)

Working Temperature -10°C~+55°C -10°C~+55°C -10°C~+55°C

Working Humidity 10% ~ 90% 10% ~ 90% 10~90% 

Dimensions 325mmx246mmx50mm 325mmx246mmx50mm 430mmx318mmx65.5mm

Net Weight 3KG 3KG 5.5KG 

Gross Weight 3.5KG 3.5KG 6KG
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Non-PoE NVR
Specifications Model Z8536NHR Z8564NHR Z8564NTR Z85128NTR

Video/Audio

Picture

IP Channel Input 36CH 64CH 64CH 128CH

PoE Ports -- -- -- --

Audio I/O 1/1,  two way talk 1/1,  two way talk 1/1,  two way talk 1/1,  two way talk

HDMI 1ch 3840 x 2160, 1920×1080, 1280×1024 optional 1ch 3840 x 2160, 1920×1080, 1280×1024 optional 1ch 3840 x 2160, 1920×1080, 1280×1024 optional 2ch 3840 x 2160, 1920×1080, 1280×1024 optional

VGA
1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 
1024×768 optional

1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 
1024×768 optional

1ch 1920×1080, 1280×1024, 1366×768, 1280×720, 
1024×768 optional

2ch 1920×1080, 1280×1024, 1366×768, 1280×720, 
1024×768 optional

Playback Channel 16CH 16CH 16CH 16CH

Recording

Video Compression H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG

Resolution
4K/5MP/3MP/1080p/960p/720p/D1/VGA/4CIF/
DCIF/2CIF/CIF/QCIF

4K/5MP/3MP/1080p/960p/720p/D1/VGA/4CIF/
DCIF/2CIF/CIF/QCIF

4K/5MP/3MP/1080p/960p/720p/D1/VGA/4CIF/
DCIF/2CIF/CIF/QCIF

4K/5MP/3MP/1080p/960p/720p/D1/VGA/4CIF/
DCIF/2CIF/CIF/QCIF

Bit Rate 16K-32Mbps 16K-32Mbps 16K-32Mbps 16K-32Mbps

Incoming bandwidth 216Mbps 512Mbps 512Mbps 640Mbps

Record Mode Manual, Schedule, Motion Detection. Alarm. IVA Manual, Schedule, Motion Detection. Alarm. IVA Manual, Schedule, Motion Detection. Alarm. IVA Manual, Schedule, Motion Detection. Alarm. IVA

Audio Compression G.711A G.711A G.711A G.711A

Advanced  
Functions

IVA function
Tripwire/Intrusion/Object Abandoned/Object 
Missing/Target Counting/VQD Detection

Tripwire/Intrusion/Object Abandoned/Object 
Missing/Target Counting/VQD Detection

Tripwire/Intrusion/Object Abandoned/Object 
Missing/Target Counting/VQD Detection

Tripwire/Intrusion/Object Abandoned/Object 
Missing/Target Counting/VQD Detection

Motion Detection MD Zones: 396 block(22x18) MD Zones: 396 block(22x18) MD Zones: 396 block(22x18) MD Zones: 396 block(22x18)

Alarm I/O 4/4 4/4 16/8 16/8

Network Interface 2 RJ-45 port(100/1000Mbps) 2 RJ-45 port(100/1000Mbps) 2 RJ-45 port(100/1000Mbps) 2 RJ-45 port(100/1000Mbps)

HDD 9 9 16 16

RAID Raid0/1/5/6/10 Raid0/1/5/6/10 Raid0/1/5/6/10 Raid0/1/5/6/10

USB 1xUSB 2.0, 1xUSB 3.0 1xUSB 2.0, 1xUSB 3.0 1xUSB 2.0, 1xUSB 3.0 2xUSB 2.0, 1xUSB 3.0

Others

Power supply ATX(AC100~240V) ATX(AC100~240V) ATX(AC100~240V) ATX(AC100~240V)

Comsumption 35W (without HDD) 35W (without HDD) ≤ 50W (without HDD) ≤ 50W (without HDD)

Working Temperature -10°C~+55°C -10°C~+55°C -10°C~+55°C -10°C~+55°C

Working Humidity 10~90% 10~90% 10~90% 10~90% 

Dimensions 412mmx430mmx87mm 412mmx430mmx87mm 430mmx483mmx143mm 430mmx483mmx143mm

Net Weight 7KG 7KG 18.5KG 18.5KG

Gross Weight 7.5KG 7.5KG 19KG 19KG

PoE NVR
Specifications Model Z8504NER-4P Z8508NER-8P Z8516NFR-16P Z8532NFR-16P

Video/Audio

Picture

IP Channel Input 4CH 8CH 16CH 32CH

PoE Ports 4 Ports 8 Ports 16 Ports 16  Ports

Audio I/O -- -- -- --

HDMI
1ch 1920×1080, 1280×1024 
optional

1ch 1920×1080, 1280×1024 
optional

1ch 3840 x 2160, 1920×1080, 
1280×1024 optional

1ch 1920×1080, 
1280×1024 optional

VGA
1ch 1920×1080, 1280×1024, 
1366×768, 1280×720, 
1024×768 optional

1ch 1920×1080, 1280×1024, 
1366×768, 1280×720, 
1024×768 optional

1ch 1920×1080, 1280×1024, 
1366×768, 1280×720, 1024×768 
optional

1ch 1920×1080, 
1280×1024, 1366×768, 
1280×720, 1024×768 
optional

Playback Channel 4CH 4CH 16CH 16CH

Recording

Video Compression H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG H.265+/H.265/H.264/MJPEG
H.265+/H.265/H.264/
MJPEG

Resolution 5MP/3MP/1080p/960p/720p 5MP/3MP/1080p/960p/720p
4K/5MP/3MP/1080p/960p/720p/
D1/VGA/4CIF/DCIF/2CIF/CIF/
QCIF

4K/5MP/3MP/1080p/960p/
720p/D1/VGA/4CIF/DCIF/
2CIF/CIF/QCIF

Bit Rate 16K~8Mpbs 16K~8Mpbs 16K~8Mpbs 16K~8Mpbs

Incoming bandwidth 40Mbps 40Mbps 80Mbps 80Mbps

Record Mode
Manual, Schedule, Motion 
Detection. Alarm. IVA

Manual, Schedule, Motion 
Detection, Alarm, IVA

Manual, Schedule, Motion 
Detection, Alarm. IVA

Manual, Schedule, Motion 
Detection, Alarm, IVA

Audio Compression G.711A G.711A G.711A G.711A

Advanced  Functions

IVA function

Tripwire/Intrusion/Object 
Abandoned/Object Missing/
Target Counting/VQD 
Detection

Tripwire/Intrusion/Object 
Abandoned/Object Missing/
Target Counting/VQD 
Detection

Tripwire/Intrusion/Object 
Abandoned/Object Missing/
Target Counting/VQD Detection

Tripwire/Intrusion/Object 
Abandoned/Object 
Missing/Target Counting/
VQD Detection

Motion Detection MD Zones:396 block(22x18) MD Zones:396 block(22x18) MD Zones:396 block(22x18)
MD Zones:396 
block(22x18)

Alarm I/O -- -- -- --

Network Interface 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps)

HDD 1 1 2 2

RAID -- -- -- --

USB 2xUSB2.0 2xUSB2.0 2*USB 2.0 2*USB 2.0

Others

Power supply DC 48V 1.5A DC 48V 2.5A ATX(AC100~240V) ATX(AC100~240V)

Comsumption ≤15W(Without HDD) ≤15W(Without HDD) ≤20W (without HDD) ≤20W (without HDD)

Working Temperature -10°C~+55°C -10°C~+55°C -10°C~+55°C -10°C~+55°C

Working Humidity 10~90% 10~90% 10% ~ 90% 10% ~ 90%

Dimensions 255mmx210mmx43mm 255mmx210mmx43mm 325mmx246mmx50mm 325mmx246mmx50mm

Net Weight 2.5KG 2.5KG 3KG 3KG

Gross Weight 3KG 3KG 3.5KG 3.5KG

Network Video Recorder
PoE NVR

Up to 4K Resolution

H.265+

IVA

PoE
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Network PTZ Camera
EZ series IP PTZ W series IP PTZ

EZ series IP PTZ
Model PS-52B10F PS-52B18F PS-55B10F PS-55B18F

Picture

Image Sensor 2MP 1/2.9" Sony Sensor 2MP 1/2.9" Sony Sensor 5MP 1/2.5" CMOS Sensor 5MP 1/2.5" CMOS Sensor

Min.Illumination
0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 5MP (2560*1920) 5MP (2560*1920)

Lens 10X f=4.7mm~47mm 18X f=5.35mm~96.3mm 10X f=4.7mm~47mm 18X f=5.35mm~96.3mm

IR Distance 80M 80M 80M 80M

Pan/Tilt Pan: 0°-80 °/s Tilt:0°- 40°/s Pan: 0°-80 °/s Tilt:0°- 40°/s Pan: 0°-80 °/s Tilt:0°- 40°/s Pan: 0°-80 °/s Tilt:0°- 40°/s

Preset 220 220 220 220

Cruise 3 3 3 3

Pattern -- -- -- --

OSD Menu Y Y Y Y

Video Compression H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio -- -- -- --

Alarm -- -- -- --

SD card slot -- -- -- --

BLC Y Y Y Y

WDR DWDR DWDR DWDR DWDR

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 

Ingress Protection IP66 IP66 IP66 IP66

Working Temperature -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C

Power Supply DC 12V3A DC 12V3A DC 12V3A DC 12V3A

Network PTZ Camera
EZ series

Excellent Image&True Color

10X/12X/18X/36X

Audio/Alarm optional

Budget Saving
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EZ series IP PTZ
Model PL-52D18E PL-52D18E-M PL-52D18E-A PL-52D36E PL-52D36E-M PL-52D36E-A

Picture

Image Sensor 2MP 1/2.9" Sony Sensor 2MP 1/2.9" Sony Sensor 2MP 1/2.9" Sony Sensor 2MP 1/3"  Sensor(Low light/WDR) 2MP 1/3"  Sensor(Low light/WDR) 2MP 1/3"  Sensor(Low light/WDR)

Min.Illumination
0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

0.01Lux/F1.6(color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 1920*1080 1920*1080 1920*1080 1920*1080

Lens 18X f=5.35mm~96.3mm 18X f=5.35mm~96.3mm 18X f=5.35mm~96.3mm 36X f=4.6~ 165.6mm 36X f=4.6~ 165.6mm 36X f=4.6~165.6mm

IR Distance 150M 150M 150M 150M 150M 150M

Pan/Tilt Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s

Preset 220 220 220 220 220 220

Cruise 8 8 8 8 8 8

Pattern 4 4 4 4 4 4

OSD Menu Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio -- -- 1CH -- -- 1CH

Alarm -- Y -- -- Y --

SD card slot -- Y Y -- Y Y

BLC Y Y Y Y Y Y

WDR DWDR DWDR DWDR 120DB 120DB 120DB

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection IP66 IP66 IP66 IP66 IP66 IP66

Working Temperature -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C

Power Supply
DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

EZ series IP PTZ
Model PL-55D18E PL-55D18E-M PL-55D18E-A PL-52A12G PL-52A12G-M PL-52A12G-A

Picture

Image Sensor 5MP 1/2.5" CMOS Sensor 5MP 1/2.5" CMOS Sensor 5MP 1/2.5" CMOS Sensor Starlight 2MP 1/1.8" Sony Sensor Starlight 2MP 1/1.8" Sony Sensor Starlight 2MP 1/1.8" Sony Sensor

Min.Illumination
0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.1Lux/F1.6(color) 
0 Lux with IR on

0.001Lux/F1.5(color) 0.001Lux/F1.5(color) 0.001Lux/F1.5(color)

Resolution 5MP (2560*1920) 5MP (2560*1920) 5MP (2560*1920) 1920*1080 1920*1080 1920*1080

Lens 18X f=5.35mm~96.3mm 18X f=5.35mm~96.3mm 18X f=5.35mm~96.3mm 12X f= 7~84mm 12X f= 7~84mm 12X f= 7~84mm

IR Distance 150M 150M 150M -- -- --

Pan/Tilt Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s Pan: 0°-480 °/s Tilt:0°- 240°/s

Preset 220 220 220 220 220 220

Cruise 8 8 8 8 8 8

Pattern 4 4 4 4 4 4

OSD Menu Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio -- -- 1CH -- -- 1CH

Alarm -- Y -- -- Y --

SD card slot -- Y Y -- Y Y

BLC Y Y Y Y Y Y

WDR DWDR DWDR DWDR 120DB 120DB 120DB

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection IP66 IP66 IP66 IP66 IP66 IP66 

Working Temperature -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60°C

Power Supply
DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)

DC 12V4A 
(AC24V3A optional)
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W series IP PTZ
Model PS-852A10G PS-852B10H PL-852D23F-AM PL-852D33F-AM

Picture

Image Sensor 2MP 1/2.8" Sony Sensor 2MP 1/2.8" Sony Sensor 2MP Starlight 1/2.8" Sony Sensor 2MP Starlight 1/2.8" Sony Sensor

Min.Illumination 0.06Lux/F1.6(color)
0.06Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 1920*1080 1920*1080

Lens 10X f=4.7mm~47mm 10X f=4.7mm~47mm  23X f=4.7mm~108.1mm 33X f=4.3mm~141.9mm 

IR Distance -- 80M 150M 150M

Pan/Tilt Pan: 0.1°-200 °/s Tilt:0.1°- 200°/s Pan: 0.1°-200 °/s Tilt:0.1°- 200°/s Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s

Preset 255 255 255 255

Cruise 4 4 4 4

Pattern 4 4 4 4

OSD Menu Y Y Y Y

Video Compression H.264/MJPEG H.264/MJPEG H.264/MJPEG H.264/MJPEG

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio -- -- 1CH 1CH

Alarm -- -- 2CH in/ 1CH out 2CH in/ 1CH out

SD card slot -- -- Y Y

BLC Y Y Y Y

WDR DWDR DWDR 120DB 120DB

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection -- IP66 IP66 IP66 

Working Temperature -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C

Power Supply DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at)

Network PTZ Camera
W series

Perfect Image

WDR/Starlight

PoE

 Project 

W series IP PTZ
Model PL-852E23F-AMS PL-852E33F-AMS PL-853D23F-AM PL-853D33F-AM PL-852E23E-AM PL-852E33E-AM

Picture

Image Sensor 2MP Starlight 1/2.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 2MP Starlight 1/2.8" Sony Sensor 2MP Starlight 1/2.8" Sony Sensor

Min.Illumination
0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 3MP(2048x1536 ) 3MP(2048x1536 ) 1920*1080 1920*1080

Lens 23X f=4.7mm~108.1mm 33X f=4.3mm~141.9mm 23X f=4.7mm~108.1mm 33X f=4.3mm~141.9mm 23X f=4.7mm~108.1mm 33X f=4.3mm~141.9mm  

IR Distance 180M 180M 150M 150M 200M 200M

Pan/Tilt Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s Pan: 0.1°-180 °/s Tilt:0.1°- 180°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s

Preset 256 256 255 255 255 255

Cruise 8 8 4 4 4 4

Pattern 4 4 4 4 4 4

OSD Menu Y Y Y Y Y Y

Video Compression H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.264/MJPEG H.264/MJPEG H.264/MJPEG H.264/MJPEG

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio 1CH 1CH 1CH 1CH 1CH 1CH

Alarm 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out

SD card slot Y Y Y Y Y Y

BLC Y Y Y Y Y Y

WDR 120DB 120DB 120DB 120DB 120DB 120DB

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection IP66 IP66 IP66 IP66 IP66 IP66 

Working Temperature -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C

Power Supply DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at) DC24V 1.5A/ POE(IEEE802.3at) DC12V 5A DC12V 5A
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W series IP PTZ
Model PL-852E40E-AM PL-852E40E-AMS PL-853E33E-AMS PL-853E23E-AM PL-853E33E-AM PL-852B23K-AMV

Picture

Image Sensor 2MP Starlight 1/2.8" Sony Sensor 2MP Super Starlight 1/1.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 3MP Starlight 1/2.8" Sony Sensor 2MP Starlight 1/2.8" Sony Sensor

Min.Illumination
0.052Lux/F1.6(color) 
0 Lux with IR on

0.001Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

0.052Lux/F1.6(color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 3MP(2048x1536 ) 3MP(2048x1536 ) 3MP(2048x1536 ) 1920*1080

Lens 40X f=4.6mm~184mm  40X f=4.6mm~184mm  33X f=4.3mm~141.9mm 23X f=4.7mm~108.1mm 33X f=4.5mm~148.5mm 23X f=4.7~108.1mm 

IR Distance 200M 200M 200M 200M 200M 30m White Light

Pan/Tilt Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°-150 °/s Tilt:0.1°- 150°/s Pan: 0.1°~200°/s  Tilt: 0.1°~120°/s

Preset 255 255 255 255 255 255

Cruise 4 8 8 4 4 8

Pattern 4 4 4 4 4 4

OSD Menu Y Y Y Y Y Y

Video Compression H.264/MJPEG H.265+/H.265/H.264+/H.264 H.265+/H.265/H.264+/H.264 H.264/MJPEG H.264/MJPEG H.265+/H.265/H.264+/H.264

Network 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps) 1 RJ-45 port (10/100Mbps)

Audio 1CH 1CH 1CH 1CH 1CH --

Alarm 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out 2CH in/ 1CH out --

SD card slot Y Y Y Y Y Y

BLC Y Y Y Y Y Y

WDR 120DB 120DB 120DB 120DB 120DB 120DB

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection IP66 IP66 IP66 IP66 IP66 IP66 

Working Temperature -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C -20°C~+55°C

Power Supply DC12V 5A DC12V 5A DC12V 5A DC12V 5A DC12V 5A DC12V 5A

HD Analog Camera
EZ series HD Analog L series HD Analog

E series HD Analog P series HD Analog
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 EZ series HD Analog Camera (720p&1080p)

Model ES-31A11A ES-31A11J BS-31A11A ES-31A11E BS-31A11B

Picture

Image Sensor 1/4" CMOS 1/4" CMOS 1/4" CMOS 1/4" CMOS 1/4" CMOS

Resolution 720p 720p 720p 720p 720p

Signal Output TVI/AHD/CVI TVI/AHD/CVI TVI/AHD/CVI TVI/AHD/CVI TVI/AHD/CVI

Focal Lens 2.8mm 2.8mm 2.8mm 2.8mm 2.8mm

FOV 63° 63° 63° 63° 63°

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m

Min.Illumination
0.1Lux/F2.4 (color) 
0 Lux with IR on

0.1Lux/F2.4 (color) 
0 Lux with IR on

0.1Lux/F2.4 (color) 
0 Lux with IR on

0.1Lux/F2.4 (color) 
0 Lux with IR on

0.1Lux/F2.4 (color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR DWDR

Defog -- -- -- -- --

BLC -- -- -- -- --

HLC -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y Y

Ingress Protection -- -- IP66 IP66 IP66

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )

HD Analog Camera  
EZ series 

Good Image

UTC supported

720p(3 in 1)/1080p(4 in 1)

Budget Saving

 EZ series HD Analog Camera (720p&1080p)

Model BS-31A11D ES-32B11A ES-32B11J BS-32B11A ES-32B11E BS-32B11B BS-32B11D

Picture

Image Sensor 1/4" CMOS 1/2.9" CMOS 1/2.9" CMOS 1/2.9" CMOS 1/2.9" CMOS 1/2.9" CMOS 1/2.9" CMOS

Resolution 720p 1080p 1080p 1080p 1080p 1080p 1080p

Signal Output TVI/AHD/CVI TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 2.8mm 2.8mm 2.8mm 2.8mm 2.8mm 2.8mm 2.8mm

FOV 63° 92° 92° 92° 92° 92° 92°

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m 10-20m 10-20m

Min.Illumination
0.1Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

0.08Lux/F2.4 (color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR DWDR DWDR DWDR

Defog -- -- -- -- -- -- --

BLC -- -- -- -- -- -- --

HLC -- -- -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y Y Y Y

Ingress Protection IP66 -- -- IP66 IP66 IP66 IP66

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )
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L series HD Analog Camera (1080p)

Model ES-32D12J ES-32D11J BS-32D12K BS-32D13K

Picture

Image Sensor 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS

Resolution 1080p 1080p 1080p 1080p

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 3.6mm 2.8mm 3.6mm 6mm

FOV 90° 100° 90° 60°

IR Distance 10-20m 10-20m 10-20m 10-20m

Min.Illumination
0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR

Defog -- -- -- --

BLC Y Y Y Y

HLC -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y

Ingress Protection -- -- IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )

HD Analog Camera  
L series

Excellent Image

Wide FOV

1080p 4 in 1

IP67

L series HD Analog Camera (1080p)

Model ES-32D12H ES-32D11H DL-32D26B BL-32D26L

Picture

Image Sensor 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS

Resolution 1080p 1080p 1080p 1080p

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 3.6mm 2.8mm 2.8-12mm 2.8-12mm

FOV 90° 100° 46°~104° 46°~104°

IR Distance 10-20m 10-20m 20-30m 20-30m

Min.Illumination
0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F1.4(color) 
0 Lux with IR on

0.02Lux/F1.4(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR

Defog -- -- -- --

BLC Y Y Y Y

HLC -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y

Ingress Protection IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )
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E series HD Analog Camera (1080p, Low Light)

Model ES-32E12J ES-32E11J BS-32E12K

Picture

Image Sensor 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS

Resolution 1080p 1080p 1080p

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 3.6mm 2.8mm 3.6mm

FOV 85° 89° 85°

IR Distance 10-20m 10-20m 10-20m

Min.Illumination
0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR

Defog -- -- --

BLC Y Y Y

HLC -- -- --

DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y

Ingress Protection -- -- IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )

HD Analog Camera  
E series

True Color

Auto Focus

1080p 4 in 1

IP67

E series HD Analog Camera (1080p, Low Light)

Model BS-32E13K ES-32E12H ES-32E11H DL-32E26B BL-32E26L BL-32C28L EL-32C28I DL-32C28B

Picture

Image Sensor 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS 1/2.9“ Sony CMOS 1/2.8“ CMOS 1/2.8“ CMOS 1/2.8“ CMOS

Resolution 1080p 1080p 1080p 1080p 1080p 1080p 1080p 1080p

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 6mm 3.6mm 2.8mm 2.8-12mm 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm

FOV 56° 85° 89° 43°~99° 43°~99° 42°~107° 42°~107° 42°~107°

IR Distance 10-20m 10-20m 10-20m 20-30m 20-30m 20-30m 20-30m 20-30m

Min.Illumination
0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F2.0(color) 
0 Lux with IR on

0.02Lux/F1.4(color) 
0 Lux with IR on

0.02Lux/F1.4(color) 
0 Lux with IR on

0.005Lux/F1.4(color) 
0 Lux with IR on

0.005Lux/F1.4(color) 
0 Lux with IR on

0.005Lux/F1.4(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR DWDR 120DB 120DB 120DB

Defog -- -- -- -- -- Y Y Y

BLC Y Y Y Y Y Y Y Y

HLC -- -- -- -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

UTC Y Y Y Y Y Y Y Y

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )
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P series HD Analog Camera (4MP/5MP)

Model ES-34F12J ES-34F11J BS-34F12K BS-34F13K ES-34F12H

Picture

Image Sensor 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS

Resolution 4MP 4MP 4MP 4MP 4MP

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 3.6mm 2.8mm 3.6mm 6mm 3.6mm

FOV 83° 89° 83° 55° 83°

IR Distance 10-20m 10-20m 10-20m 10-20m 10-20m

Min.Illumination
0.03Lux/F2.0(color) 
0 Lux with IR on

0.03Lux/F2.0(color) 
0 Lux with IR on

0.03Lux/F2.0(color) 
0 Lux with IR on

0.03Lux/F2.0(color) 
0 Lux with IR on

0.03Lux/F2.0(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR DWDR

Defog -- -- -- -- --

BLC Y Y Y Y Y

HLC -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y Y

Ingress Protection IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )

HD Analog Camera  
P series

Perfect Image

Auto Focus

4MP/5MP

IP67

P series HD Analog Camera (4MP/5MP)

Model ES-34F11H DL-34F26B BL-34F26L ES-35J12J ES-35J11J BS-35J12K

Picture

Image Sensor 1/3“ CMOS 1/3“ CMOS 1/3“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS

Resolution 4MP 4MP 4MP 5MP 5MP 5MP

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 2.8mm 2.8-12mm 2.8-12mm 3.6mm 2.8mm 3.6mm

FOV 89° 37°~96° 43°~99° 85° 89° 85°

IR Distance 10-20m 20-30m 20-30m 10-20m 10-20m 10-20m

Min.Illumination
0.03Lux/F2.0(color) 
0 Lux with IR on

0.03Lux/F1.4(color) 
0 Lux with IR on

0.03Lux/F1.4(color) 
0 Lux with IR on

0.01Lux/F2.0(color) 
0 Lux with IR on

0.01Lux/F2.0(color) 
0 Lux with IR on

0.01Lux/F2.0(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR DWDR DWDR DWDR

Defog -- -- -- Y Y Y

BLC Y Y Y Y Y Y

HLC -- -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR 2D DNR

UTC Y Y Y Y Y Y

Ingress Protection IP67 IP67 IP67 -- -- IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )
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P series HD Analog Camera (4MP/5MP)

Model BS-35J13K ES-35J12H ES-35J11H BL-35J28L EL-35J28I DL-35J28B

Picture

Image Sensor 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS 1/2.7“ CMOS

Resolution 5MP 5MP 5MP 5MP 5MP 5MP

Signal Output TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS TVI/AHD/CVI/CVBS

Focal Lens 6mm 3.6mm 2.8mm motorized 2.8-12mm motorized 2.8-12mm motorized 2.8-12mm

FOV 56° 85° 89° 46°~104° 46°~104° 46°~104°

IR Distance 10-20m 10-20m 10-20m 20-30m 20-30m 20-30m

Min.Illumination
0.01Lux/F2.0(color) 
0 Lux with IR on

0.01Lux/F2.0(color) 
0 Lux with IR on

0.01Lux/F2.0(color) 
0 Lux with IR on

0.01Lux/F1.4(color) 
0 Lux with IR on

0.01Lux/F1.4(color) 
0 Lux with IR on

0.01Lux/F1.4(color) 
0 Lux with IR on

Day/Night Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual Auto(ICR)/Manual

WDR DWDR DWDR DWDR 120DB 120DB 120DB

Defog Y Y Y Y Y Y

BLC Y Y Y Y Y Y

HLC -- -- -- -- -- --

DNR 2D DNR 2D DNR 2D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

UTC Y Y Y Y Y Y

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP67

Working Temperature -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C -30°C~+60°C

Power <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off ) <3.2W(IR cut off )

Penta-brid XVR
1080P Lite Penta-brid XVR

5MP Lite Penta-brid XVR
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1080P Lite Penta-brid XVR
Specifications Model Z8304XE-S Z8308XE-SL Z8316XE-SL

Video/Audio

Picture

Channel Input BNC* 4CH BNC* 8CH BNC* 16CH

Video Fortmat AHD/TVI/CVI/CVBS  (Auto-detect) AHD/TVI/CVI/CVBS  (Auto-detect) AHD/TVI/CVI/CVBS  (Auto-detect)

AHD/TVI/CVI Input 1080P, 720P (AHD/TVI/CVI) 1080P, 720P (AHD/TVI/CVI) 1080P, 720P (AHD/TVI/CVI)

Playback Channel 4 4 16

HDMI 1*1080P 1*1080P 1*1080P 

VGA 1*VGA 1*VGA 1*VGA

Audio I/O 1/1,  two way talk 1/1,  two way talk 1/1,  two way talk

IP Mode Up to 4ch 2MP Up to 8ch 2MP Up to 16ch 2MP

Recording

Video Compression H.264 High Profile@Level4.2 H.264 High Profile@Level4.2 H.264 High Profile@Level4.2

Resolution 4ch 1080P Lite@25fps 8ch 1080P Lite@12fps 16ch 1080P Lite@12fps

Incoming bandwidth 32Mbps 32Mbps 64Mbps

Record Mode
Timing and alarm record
Timing Record, Alarm Record

Timing and alarm record
Timing Record, Alarm Record

Timing and alarm record
Timing Record, Alarm Record

Audio Compression G.711A G.711A G.711A

UTC Supported Supported Supported

Motion Detection MD Zones:396 block(22x18) MD Zones:396 block(22x18) MD Zones:396 block(22x18)

Alarm I/O -- -- --

Network Interface 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps)

HDD 1 SATA, up to 8TB/Bay 1 SATA, up to 8TB/Bay 1 SATA, up to 8TB/Bay

USB 2xUSB 2.0 2xUSB 2.0 2xUSB 2.0

Others

Power supply DC 12V2A DC 12V2A DC 12V2A

Comsumption ≤10W without HDD ≤10W without HDD ≤10W without HDD

Working Temperature 0°C~+55°C 0°C~+55°C 0°C~+55°C

Working Humidity 10~90% 10~90% 10~90% 

Dimensions 254mmx214mmx42mm 254mmx214mmx42mm 254mmx214mmx42mm

Net Weight 1KG 1KG 1KG

Gross Weight 1.5KG 1.5KG 1.5KG

 

Penta-brid XVR

1080p Lite/5MP Lite

Cloud

Friendly GUI

5MP Lite Penta-brid XVR
Specifications Model Z8304XE-CL Z8308XE-CL Z8316XF-CL

Video/Audio

Picture

Channel Input BNC* 4CH BNC* 8CH BNC* 16CH

Video Fortmat AHD/TVI/CVI/CVBS  (Auto-detect) AHD/TVI/CVI/CVBS  (Auto-detect) AHD/TVI/CVI/CVBS  (Auto-detect)

AHD/TVI/CVI Input 
5M,4M,3M,1080P, 720P (AHD)
1080P, 720P (TVI)
1080P, 720P (CVI)

5M,4M,3M,1080P, 720P (AHD)
1080P, 720P (TVI)
1080P, 720P (CVI)

5M,4M,3M,1080P, 720P (AHD)
1080P, 720P (TVI)
1080P, 720P (CVI)

Playback Channel 4 8 16

HDMI 1*1080P 1*1080P 1*4K

VGA 1*VGA 1*VGA 1*VGA

Audio I/O 1/1,  two way talk 1/1,  two way talk 2/1,  two way talk 

IP Mode Up to 8ch 2MP Up to 16ch 2MP Up to 25ch 2MP

Recording

Video Compression H.264 High Profile@Level4.2 H.264 High Profile@Level4.2 H.264 High Profile@Level4.2

Resolution 4ch 5MP Lite/1080P@12fps 8ch 5MP Lite/1080P@12fps 16ch 5MP Lite/1080P@12fps

Incoming bandwidth 32Mbps 64Mbps 100Mbps

Record Mode
Timing and alarm record,
Timing Record, Alarm Record

Timing and alarm record,
Timing Record, Alarm Record

Timing and alarm record,
Timing Record, Alarm Record

Audio Compression G.711A G.711A G.711A

Advanced  
Functions

UTC Supported Supported Supported

Motion Detection MD Zones:396 block(22x18) MD Zones:396 block(22x18) MD Zones:396 block(22x18)

Alarm I/O -- -- --

Network Interface 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps) 1 RJ-45 port(10/100Mbps)

HDD 1 SATA, up to 8TB/Bay 1 SATA, up to 8TB/Bay 2 SATA, up to 8TB/Bay

USB 2xUSB 2.0 2xUSB 2.0 2xUSB 2.0

Others

Power supply DC 12V 2A DC 12V 2A DC 12V3A

Comsumption ≤10W without HDD ≤10W without HDD ≤10W without HDD

Working Temperature 0°C~+55°C 0°C~+55°C 0°C~+55°C

Working Humidity 10~90% 10~90% 10~90% 

Dimensions 254mmx214mmx42mm 254mmx214mmx42mm 324mmx224mmx53mm

Net Weight 1KG 1KG 1.2KG

Gross Weight 1.5KG 1.5KG 1.7KG

Budget Saving



41 42

HD Analog PTZ

Model PS-32A10B PS-32C10J PS-32C18J PS-35C10J

Picture

Image Sensor  2MP 1/2.9" Sony Sensor  2MP 1/2.9" Sony Sensor  2MP 1/2.9" Sony Sensor 5MP 1/2.7“  CMOS

Min.Illumination
0.1Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

Resolution 1920*1080 1920*1080 1920*1080 5MP (2600*1944)

Video Output AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS

Lens
5.1-51mm  
(10X optical zoom)

5.1-51mm  
(10X optical zoom)

5.35-93.6mm  
(18X optical zoom)

5.1-51mm  
(10X optical zoom)

IR Distance -- 100m 100m 100m

Pan/Tilt Pan: 0.1°-300 °/s Tilt:0.1°- 200°/s Pan: 0.1°~200°/s Tilt:0.1°~200°/s Pan: 0.1°~200°/s Tilt:0.1°~200°/s Pan: 0.1°~200°/s Tilt:0.1°~200°/s

Preset 128 128 128 128

Preset Speed 300°/S 200°/S 200°/S 200°/S

Cruise 4 4 4 4

Pattern 4 4 4 4

OSD Menu Y Y Y Y

BLC Y Y Y Y

WDR DWDR DWDR DWDR DWDR

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection -- IP66 IP66 IP66

Working Temperature  -40°C~+60°C  -40°C~+60°C  -40°C~+60°C  -40°C~+60°C

Power Supply DC12V/2A DC24V/1.5A DC24V/1.5A DC24V/1.5A

Consumption Max. 20W Max. 30W Max. 30W Max. 30W

HD Analog PTZ Camera

Excellent Image&True Color

10X/18X/20X/33X optional

2MP/5MP High Defination

4 in 1

HD Analog PTZ

Model PS-35C18J PL-32C20D PL-32C33D PL-35C20D PL-35C33D

Picture

Image Sensor 5MP 1/2.7“  CMOS  2MP 1/2.9" Sony Sensor  2MP Starlight 1/2.8" Sony Sensor 5MP 1/2.7“  CMOS 5MP 1/2.7“  CMOS

Min.Illumination
0.1Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

0.01Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

0.1Lux (color) 
0 Lux with IR on

Resolution 5MP (2600*1944) 1920*1080 1920*1080 5MP (2600*1944) 5MP (2600*1944)

Video Output AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS AHD/CVI/TVI/CVBS

Lens
5.35-93.6mm  
(18X optical zoom)

4.7-94mm  
(20X optical zoom)

4.6mm-152mm 
(33X optical zoom) 

4.7-94mm  
(20X optical zoom)

4.6mm-152mm 
(33X optical zoom) 

IR Distance 100m 120m 120m 120m 120m

Pan/Tilt Pan: 0.1°~200°/s Tilt:0.1°~200°/s Pan: 0.1°-200°/s Tilt:0.1°- 180°/s Pan: 0.1°-200°/s Tilt:0.1°- 180°/s Pan: 0.1°-200°/s Tilt:0.1°- 180°/s Pan: 0.1°-200°/s Tilt:0.1°- 180°/s 

Preset 128 128 128 128 128

Preset Speed 200°/S 200°/S 200°/S 200°/S 200°/S

Cruise 4 4 4 4 4

Pattern 4 4 4 4 4

OSD Menu Y Y Y Y Y

BLC Y Y Y Y Y

WDR DWDR DWDR DWDR DWDR DWDR

Day&Night Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR) Auto(ICR)

Noise Reduction 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR 2D/3D DNR

Ingress Protection IP66 IP66 IP66 IP66 IP66

Working Temperature  -40°C~+60°C  -40°C~+60°C  -40°C~+60°C  -40°C~+60°C  -40°C~+60°C

Power Supply DC24V/1.5A DC24V/2A DC24V/2A DC24V/2A DC24V/2A

Consumption Max. 30W Max. 35W Max. 35W Max. 35W Max. 35W
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VMS/CMS/APP

Video Management Platform APP

Video Management Platform
AntarVis 2.0 (VMS)

AntarVis 8000 (CMS)

AntarView Pro

Features

Features

Features

●  Central Management system for ZKTeco N8000 series IPC and NVR
●  Support PTZ control and 3D positioning function
●  Support decoder and group management 
●  Support 64 channels preview synchronously each layout
●  Support 1/4/9 channels playback synchronously
●  User-friendly modular design  GUI

●  Support all the functions of AntarVis 2.0
●  Support distributed structure and multi-level monitoring which is easy for capacity expansion.
●  Support decoder/TV wall, Media transfer Server and Storage Server for large-scale project
●  Support to be integrated with Biosecurity (coming soon)

●  Intuitive operation, friendly GUI
●  Support 1/4/9/16 channels preview synchronously
●  Support QR code scanning to add devices via P2P
●  Support local and remote playback for images and video
●  Support alarm push function
●  Support Android and IOS version 

●  Support Fisheye camera display
●  Support smart search
●  Support dual stream playback
●    Support e-Map
●    Support Onvif
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DVR KIT 8000 Series
  
8CH 1080P Lite/5MP Lite DVR Kit  

Model

Picture

Image Sensor 1/4" CMOS Sensor 1/4" CMOS Sensor 1/4" CMOS Sensor 1/4" CMOS Sensor 1/2.9" CMOS Sensor 1/2.9" CMOS Sensor 1/2.9" CMOS Sensor 1/2.9" CMOS Sensor

Min.Illumination 0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

0.1Lux/F2.4 (color) 0 Lux 
with IR on

Lens Type 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens 2.8mm fixed lens

Resolution 720P@25fps 720P@25fps 720P@25fps 720P@25fps 1080P@25fps 1080P@25fps 1080P@25fps 1080P@25fps

Signal Output AHD/TVI/CVI AHD/TVI/CVI AHD/TVI/CVI AHD/TVI/CVI AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS

IR Distance 20m 20m 20m 20m 20m 20m 20m 20m

Casing Plastic mini Bullet Metal mini Bullet Plastic mini Bullet Metal mini Bullet Plastic mini Bullet Metal mini Bullet Plastic mini Bullet Metal mini Bullet

Camera Power 
Consumption 

3.2W 3.2W 3.2W 3.2W 3.2W 3.2W 3.2W 3.2W

DVR Compression H.264 H.264 H.264 H.264 H.264 H.264 H.264 H.264

Input Mode
4CH BNC; 2CH IP+2CH 
BNC; 4CH IP

4CH BNC; 2CH IP+2CH 
BNC; 4CH IP

8CH BNC; 4CH IP+4CH 
BNC; 8CH IP

8CH BNC; 4CH IP+4CH 
BNC; 8CH IP

4CH BNC; 2CH IP+2CH 
BNC; 8CH IP

4CH BNC; 2CH IP+2CH 
BNC; 8CH IP

8CH BNC; 4CH IP+4CH 
BNC; 16CH IP

8CH BNC; 4CH IP+4CH 
BNC; 16CH IP

Output VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC VGA/HDMI/BNC

Audio 1 in / 1 out 1 in / 1 out 1 in / 1 out 1 in / 1 out 1 in / 1 out 1 in / 1 out 1 in / 1 out 1 in / 1 out

Recording 4CH 1080P lite@14fps 4CH 1080P lite@14fps 8CH 1080P lite@10fps 8CH 1080P lite@10fps 4CH 5MP lite@8fps 4CH 5MP lite@8fps 8CH 5MP lite@8fps 8CH 5MP lite@8fps

Playback 4CH 4CH 8CH 8CH 4CH 4CH 8CH 8CH

Hard Disk 1 SATA 1 SATA 1 SATA 1 SATA 1 SATA 1 SATA 1 SATA 1 SATA

Power Supply DC12V /2A *2 pcs DC12V /2A *2 pcs DC12V /2A *2 pcs DC12V /2A *2 pcs
DC12V /2A (for DVR)
DC12V/4A (for Camera)

DC12V /2A (for DVR)
DC12V/4A (for Camera)

DC12V /2A (for DVR)
DC12V/4A (for Camera)

DC12V /2A (for DVR)
DC12V/4A (for Camera)

Working Environment

KIT-8304XEC-S/
4-BS31A11M

KIT-8304XEC-S/
4-BS31A11B

KIT-8308XEC-SL/
8-BS31A11M

KIT-8308XEC-SL/
8-BS31A11B

KIT-8304XEC-CL/
4-BS32A11M

KIT-8304XEC-CL/
4-BS32A11B

KIT-8308XEC-CL/
8-BS32A11M

KIT-8308XEC-CL/
8-BS32A11B

1080P Lite/5MP Lite XVR KIT 

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

-10°C ~60°C
10% ~ 90% Humidity

4CH 1080P Lite/5MP Lite DVR Kit    
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ZKBioFace 
Industry Leading Facial Recognition System

ZKBioFace is industry leading deep learning facial recognition system based 
on ZKTeco’s AI algorithm and GPU accelerating which can activate facial 
recognition of certain facial templates. The target library capacity supports up 
to 200 self-defined groups and 1 million face templates in total.

The system is mainly composed of front-end Facial HD network cameras and 
recognition servers. Its features by high recognition speed, accurate facial 
recognition and flexible deployment are widely used in public security, business 
premises, commercial buildings and temporary on-site deployment areas.

Facial Recognition NVR
Specifications Model Z8536NMR-4F Z8536NHR-4F

Facial 
Recognition

Picture

Face Templates 5000 pictures

Face Library Black list/White list

Facial Channels 4 CH

Alarm Linkage Actions
Recording/Buzzer/Monitor

Center upload/Email

Create Face Templates
Capturing by Preview/Import
face database by USB device

Matching Speed 3-4 Faces/Second

Search by Face Supported

Video/Audio

Max. IPC Input 4CH Face+ 32CH Regular

Audio Input 1 CH Input

Audio Output 1 CH Output

Two-way Talk Supported

Recording

Video Compression H.265+/H.265/H.264+/H.264

Recording Resolution 8MP/5MP/3MP/1080P/960P/720P

Bit Rate 16-8000Kbps

Record Mode
Manual/External Alarm/Motion/

Scheduled/IVA Alarm

Advanced  
Functions

IVA function
Facial Recognition, Target Counting,
Object Detection, Intrusion, Tripwire

Motion Detection MD Zones: 396 block(22x18)

Alarm Input/Output 4 CH IN/OUT

Network Interface 1 RJ-45 port(10/100Mbps)

HDD 4 9

ZKBioFace Lite 

Support up to 36CH 4K cameras input, including 4CH face
recognition + 32 CH regular monitoring/recording.

Support up to 5000 numerous face templates.

Support NVR local IVA(Intelligent Video Analysis) function,

such as Facial Recognition/Target Counting/ Object

Detection/Intrusion/Tripwire etc.

Support IVA alarm linkage actions such as email alert, buzze monitoring 
center/FTP upload/remote IPC alarm output.

Support cloud function.

Strong interoperability to connect 3rd party IP cameras.

●  

●  

●  

●  

●  

●  

SMB Project/Commercial Facial 
Recognition System 

Facial Capturing IP Camera 
FC320



49

ZK Malaysia

ZK South Africa

ZK Brazil

ZK Argentina

ZK Chile

 ZK Peru

ZK Colombia

ZK Mexico

ZK Access ZK Technology

ZK IRL

ZK Europe

ZK Egypt

ZK Turkey

ZK Russia

ZK Dubai

ZK India

ZK Saudi Arabia

ZK Philippines

ZK Indonesia

ZK Thailand
ZK Vietnam

ZK HongKong
ZK China

ZK East Asia

For more information on our branches and products, please visit our website: 
www.zkteco.eu

ZKTeco CCTV Surveillance Segment, which is established in 2010, focuses
on developing and manufacturing Facial Recognition System, competitive
well-featured CCTV security totoal solution. 


